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Org

Standard #

Standard Description

AGA

XR0104

Plastic Pipe Manual for Gas Service Seventh Edition (Current 2001)

AGA

XK0101

Purging Principles and Practice Third Edition (Current 2001)

AGA

XQO0005

Odorization Manual (Current 2000)

AGA

GPTC Guide

GPTC Guide for Gas Transmission and Distribution Piping Systems X60306 (Current 2003)

AGA

Z380.1

GPTC Guide for Gas Transmission and Distrbution Pipeline Systems 1998-2000 (revised 01/10/98)

API

RP 1107

Pipeline Maintelnce Welding Practice (Withdrawn version, RP 1107 is now part of RP 1104)

API

1130

COMPUTATIOLL PIPELINE MONITORING FOR LIQUID PIPELINES SECOND EDITION

API

510

PRESSURE VESSEL INSPECTION CODE: MAINTELINCE INSPECTION, RATING, REPAIR, AND
ALTERATION EIGHTH EDITION; ADDENDUM 1 DECEMBER 1998; ADDENDUM 2 DECEMBER 2000;
ADDENDUM 3 DECEMBER 2001; A

API

PUBL 1130

COMPUTATIOLL PIPELINE MONITORING FIRST EDITION

API

PUBL 2026

SAFE ACCESS/EGRESS INVOLVING FLOATING ROOFS OF STORAGE TANKS IN PETROLEUM
SERVICE SECOND EDITION

API

PUBL 2510A

FIRE-PROTECTION CONSIDERATIONS FOR THE DESIGN AND OPERATION OF LIQUEFIED
PETROLEUM GAS (LPG) STORAGE FACILITIES SECOND EDITION

API

RP 1102

STEEL PIPELINES CROSSING RAILROADS AND HIGHWAYS

API

RP 1123

DEVELOPMENT OF PUBLIC AWARENESS PROGRAMS BY HAZARDOUS LIQUID PIPELINE
OPERATORS

API

RP 1162

PUBLIC AWARENESS PROGRAMS FOR PIPELINE OPERATORS FIRST EDITION

API

RP 2003

PROTECTION AGAINST IGNITIONS ARISING OUT OF STATIC, LIGHTNING, AND STRAY CURRENTS
SIXTH EDITION

API

RP 2350

OVERFILL PROTECTION FOR STORAGE TANKS IN PETROLEUM FACILITIES SECOND EDITION

API

RP 2350

OVERFILL PROTECTION FOR STORAGE TANKS IN PETROLEUM FACILITIES THIRD EDITION

API

RP 2350

OVERFILL PROTECTION FOR PETROLEUM STORAGE TANKS FIRST EDITION

API

RP 5L1

RECOMMENDED PRACTICE FOR RAILROAD TRANSPORTATION OF LINE PIPE FIFTH EDITION

API

RP 5L1

RECOMMENDED PRACTICE FOR RAILROAD TRANSPORTATION OF LINE PIPE SIXTH EDITION

API

RP 651

CATHODIC PROTECTION OF ABOVEGROUND PETROLEUM STORAGE TANKS THIRD EDITION

API

RP 652

LININGS OF ABOVEGROUND PETROLEUM STORAGE TANK BOTTOMS THIRD EDITION

API

RP 652

LINING OF ABOVEGROUND PETROLEUM STORAGE TANK BOTTOMS SECOND EDITION

API

RP 80

GUIDELINES FOR THE DEFINITION OF ONSHORE GAS GATHERING LINES FIRST EDITION

API

SPEC 12F

SPECIFICATION FOR SHOP WELDED TANKS FOR STORAGE OF PRODUCTION LIQUIDS

API

SPEC 5L

SPECIFICATION FOR LINE PIPE FORTY-FIRST EDITION; ERRATA - DECEMBER 15, 1997

API

SPEC 5L

SPECIFICATION FOR LINE PIPE FORTY-SECOND EDITION

API

SPEC 5L

SPECIFICATION FOR LINE PIPE FORTY-THIRD EDITION; Errata:12/20/2004

API

SPEC 6D

ISO 14313:1999, PETROLEUM AND 1TURAL GAS INDUSTRIES-PIPELINE TRANSPORTATION
SYSTEMS-PIPELINE VALVES TWENTY-SECOND EDITION/ISO 14313 ADOPTION; ERRATA: 3/01/2005

API

SPEC 6D

SPECIFICATION FOR PIPELINE VALVES (GATE, BALL, AND CHECK VALVES) TWENTY-FIRST
EDITION; SUPPLEMENT 2 DECEMBER 1, 1997; ERRATA DECEMBER 21, 1998

API

STD 1104

WELDING OF PIPELINES AND RELATED FACILITIES

API

STD 1104

WELDING OF PIPELINES AND RELATED FACILITIES NINETEENTH EDITION
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API

STD 1104

WELDING OF PIPELINES AND RELATED FACILITIES TWENTIETH EDITION

API

STD 1160

MAL1GING SYSTEM INTEGRITY FOR HAZARDOUS LIQUID PIPELINES FIRST EDITION

API

STD 2000

VENTING ATMOSPHERIC AND LOW-PRESSURE STORAGE TANKS NONREFRIGERATED AND
REFRIGERATED FIFTH EDITION; ERRATA 11/15/1999

API

STD 2510

DESIGN AND CONSTRUCTION OF LPG INSTALLATIONS SEVENTH EDITION

API

STD 2510

DESIGN AND CONSTRUCTION OF LPG INSTALLATIONS EIGHTH EDITION

API

STD 620

DESIGN AND CONSTRUCTION OF LARGE, WELDED, LOW-PRESSURE STORAGE TANKS NINTH
EDITION

API

STD 620

DESIGN AND CONSTRUCTION OF LARGE, WELDED, LOW-PRESSURE STORAGE TANKS TENTH
EDITION; ADDENDUM 1: JUNE 2004

API

STD 650

WELDED STEEL TANKS FOR OIL STORAGE TENTH EDITION; ADDENDUM 1: JANUARY 2000;
ADDENDUM 2: NOVEMBER 2001; ADDENDUM 3: SEPTEMBER 2003; ADDENDUM 4: DECEMBER
2005

API

STD 653

TANK INSPECTION, REPAIR, ALTERATION, AND RECONSTRUCTION THIRD EDITION; ADDENDUM
1: 9/2003; ADDENDUM 2: 11/2005

ASCE

7-02

MINIMUM DESIGN LOADS FOR BUILDINGS AND OTHER STRUCTURES

ASCE |7-05
MINIMUM DESIGN LOADS FOR BUILDINGS AND OTHER STRUCTURES INCLUDING SUPPLEMENT 1

ASCE |7-95 Minimum Design Loads for Buildings and Other Structures (Revision 1996)

ASCE |7-98 Minimum Design Loads for Buildings and Other Structures (Revision 2000)

ASME |B31Q Pipeline Personnel Qualification (Current 2006)

ASME |B16.1
CAST IRON PIPE FLANGES AND FLANGED FITTINGS (CLASSES 25, 125, AND 250)

ASME |B16.5 PIPE FLANGES AND FLANGED FITTINGS NPS 1/2 THROUGH NPS 24 METRIC/INCH STANDARD
REVISION OF ASME B16.5-1996

ASME |B16.9 FACTORY-MADE WROUGHT BUTTWELDING FITTINGS

ASME |B31.3 PROCESS PIPING

ASME |B31.3 PROCESS PIPING ADDENDA A - 7/14/2000

ASME |B31.4
PIPELINE TRANSPORTATION SYSTEMS FOR LIQUID HYDROCARBONS AND OTHER LIQUIDS

ASME |B31.4 LIQUID TRANSPORTATION SYSTEMS FOR HYDROCARBONS, LIQUID PETROLEUM GAS,
ANHYDROUS AMMONIA, AND ALCOHOLS

ASME B31.4 PIPELINE TRANSPORTATION SYSTEMS FOR LIQUID HYDROCARBONS AND OTHER LIQUIDS
ADDENDA A-9/30/2001

ASME |B31.8
GAS TRANSMISSION AND DISTRIBUTION PIPING SYSTEMS (Revision 1995)

ASME |B31.8 GAS TRANSMISSION AND DISTRIBUTION PIPING SYSTEMS (Current 2003)

ASME

B31.8

GAS TRANSMISSION AND DISTRIBUTION PIPING SYSTEMS ADDENDA A:11/16/2001

ASME

B31.8S

MA1GING SYSTEM INTEGRITY OF GAS PIPELINES SUPPLEMENT TO ASME B31.8

ASME

B31G

MANUAL FOR DETERMINING THE REMAINING STRENGTH OF CORRODED PIPELINES A
SUPPLEMENT TO ASME B31 CODE FOR PRESSURE PIPING

ASTM

A 106/A 106M
REV B

STANDARD SPECIFICATION FOR SEAMLESS CARBON STEEL PIPE FOR HIGH-TEMPERATURE
SERVICE

ASTM

A 333/A 333M

STANDARD SPECIFICATION FOR SEAMLESS AND WELDED STEEL PIPE FOR LOW-TEMPERATURE
SERVICE

ASTM

A 372/A 372M

STANDARD SPECIFICATION FOR CARBON AND ALLOY STEEL FORGINGS FOR THIN-WALLED
PRESSURE VESSELS

ASTM |A 381 STANDARD SPECIFICATION FOR METAL-ARC-WELDED STEEL PIPE FOR USE WITH HIGH-
PRESSURE TRANSMISSION SYSTEMS

ASTM |A 53 STANDARD SPECIFICATION FOR PIPE, STEEL, BLACK AND HOT-DIPPED, ZINC- COATED, WELDED
AND SEAMLESS (l1ctive 1992)

ASTM |A 53/A 53M STANDARD SPECIFICATION FOR PIPE, STEEL, BLACK AND HOT-DIPPED, ZINC-COATED, WELDED

AND SEAMLESS (Current 2006)

ASTM

A 638/A 638M

STANDARD SPECIFICATION FOR PRECIPITATION HARDENING IRON BASE SUPERALLOY BARS,
FORGINGS, AND FORGING STOCK FOR HIGH-TEMPERATURE SERVICE
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ASTM A 671 STANDARD SPECIFICATION FOR ELECTRIC-FUSION-WELDED STEEL PIPE FOR ATMOSPHERIC
AND LOWER TEMPERATURES

ASTM A 672 STANDARD SPECIFICATION FOR ELECTRIC-FUSION-WELDED STEEL PIPE FOR HIGH-PRESSURE
SERVICE AT MODERATE TEMPERATURES

ASTM A 691
STANDARD SPECIFICATION FOR CARBON AND ALLOY STEEL PIPE, ELECTRIC-FUSION-WELDED
FOR HIGH-PRESSURE SERVICE AT HIGH TEMPERATURES

ASTM D 2513 STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Revision 1996)

ASTM D 2513 STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Revision 1998)

ASTM D 2513 STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Revision 2005)

ASTM D 2513 STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Revision 2003)

ASTM D 2513 REVA  STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Revision 2006)

ASTM D 2517 STANDARD SPECIFICATION FOR REINFORCED EPOXY RESIN GAS PRESSURE PIPE AND
FITTINGS (Revision 2005)

ASTM D 2517 STANDARD SPECIFICATION FOR REINFORCED EPOXY RESIN GAS PRESSURE PIPE AND
FITTINGS (Revision 2000)

ASTM D 2517 STANDARD SPECIFICATION FOR REINFORCED EPOXY RESIN GAS PRESSURE PIPE AND
FITTINGS (Current 2006)

ASTM F 1055
STANDARD SPECIFICATION FOR ELECTROFUSION TYPE POLYETHYLENE FITTINGS FOR
OUTSIDE DIAMETER CONTROLLED POLYETHYLENE PIPE AND TUBING (Revision 1998)

ASTM F 1055
STANDARD SPECIFICATION FOR ELECTROFUSION TYPE POLYETHYLENE FITTINGS FOR
OUTSIDE DIAMETER CONTROLLED POLYETHYLENE PIPE AND TUBING (Current 2006)

ASTM D 2513 REVB  STANDARD SPECIFICATION FOR THERMOPLASTIC GAS PRESSURE PIPE, TUBING, AND FITTINGS
(Current 2006)

CSA |z662-03
OIL AND GAS PIPELINE SYSTEMS UPDATE NO 1; UPDATE NO 2; UPDATE NO 3; SUPPLEMENT 1

MSS  |SP-44 STEEL PIPELINE FLANGES (Current 2006)

MSS |SP-75
SPECIFICATION FOR HIGH TEST, WROUGHT, BUTT WELDING FITTINGS (Current 2004)

NACE |RP0102 IN-LINE INSPECTION OF PIPELINES

NACE RP0169 CONTROL OF EXTER1L CORROSION ON UNDERGROUND OR SUBMERGED METALLIC PIPING
SYSTEMS

NACE |RP0286
ELECTRICAL ISOLATION OF CATHODICALLY PROTECTED PIPELINES ITEM NO. 21032

NACE |RP0402
FIELD-APPLIED FUSION-BONDED EPOXY (FBE) PIPE COATING SYSTEMS FOR GIRTH WELD
JOINTS: APPLICATION, PERFORMANCE, AND QUALITY CONTROL

NACE |RP0502 PIPELINE EXTER1L CORROSION DIRECT ASSESSMENT METHODOLOGY

NACE |RP0602 FIELD-APPLIED COAL TAR E1MEL PIPE COATING SYSTEMS: APPLICATION, PERFORMANCE, AND
QUALITY CONTROL

NACE |TM0497
MEASUREMENT TECHNIQUES RELATED TO CRITERIA FOR CATHODIC PROTECTION ON
UNDERGROUND OR SUBMERGED METALLIC PIPING SYSTEMS ITEM NO. 21231

NFPA |70
1tioll Electric Code 2005 Edition; Errata 30-03-01:8/13/04;Errata 30-03-2:04/18/2006 (Current 2003)

NFPA 30 Flammable and Combustible Liquids Code Errata 30-03-01:8/13/2004; Errata 30-03-2:04/18/2006 (Current
2003)

NFPA 54 1tioll Fuel Gas Code 2006 Edition (Current 2005)

NFPA 58 Liquefied Petroleum Gas Code

NFPA |59 Utility LP - Gas Plant Code

NFPA |59A Standard for the Production, Storage, and Handling of Liquefied 1tural Gas (LNG) 2006 Edition; Errata: 06-]1
through 06-3

PPl |TR-3 POLICIES AND PROCEDURES FOR DEVELOPING HYDROSTATIC DESIGN BASIS (HDB), PRESSURE

DESIGN BASIS (PDB), STRENGTH DESIGN BASIS (SDB), AND MINIMUM REQUIRED STRENGTH
(MRS) RATINGS




